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 HP6501R / P6509R 
 
  

 
 

 

 
  

特性與優點 

․ 500MHz  x10 Readout Probe (HP6351R) 

․ 500MHz  x10 Readout Probe (P6509R)  

  

規格 

HP6501R  500MHz  x10 Readout Probe  
Attenuation Ratio  10:1  

Bandwidth  DC to 500MHz  

Rise Time  0.7nS  

Input Resistance  10MΩ when used with oscilloscopes  
Which have 1 MΩ input.  

Input Capacitance  Approx. 12 pF  

Compensation Range  13 to 23 pF  

Max. Input Voltage  600V CAT I, 300V CAT II (DC + peak AC)  
derating with frequency.  

Operating Temperature  -10 ℃ to + 55 ℃  

Humidity  85% RH or less (at 35 ℃)  

Safety  Meets EN61010-031 CAT II  

Cable Length  1.2 Meter  

  
  
P6509R  500MHz  x10 Readout Probe  

Attenuation Ratio  10:1  

Bandwidth  DC to 500MHz  

Rise Time  0.7nS  

Input Resistance  10MΩ when used with oscilloscopes  
Which have 1 MΩ input.  

Input Capacitance  Approx. 8 pF  
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Compensation Range  8 to 18 pF  

Max. Input Voltage  600V CAT I, 300V CAT II (DC + peak AC)  
derating with frequency.  

Operating Temperature  -10 ℃ to + 55 ℃  

Humidity  85% RH or less (at 35 ℃)  

Safety  Meets EN61010-031 CAT II  

Cable Length  1.3 Meter   
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