
 
KYNAR 鍍銀電線 
KYNAR是一種高級絕緣材料，使用在電線絕緣上具有許多特性。 
特性 
l 絕緣皮非常薄，不佔空間。 
l 耐高溫達105℃。 
l 韌性高，非常不容易破裂。 
l 延展性高，非常不容易拉斷。 
適用範圍 
l 繞接（WIRE WRAPPING）用 
l 製作測試治具（TESTING FIXTURES） 
l 耐高溫線路接線用 
 
24 AWG (0.50MM) INSULATED DIAMETER 0.030" (0.76MM) UL1327 
ROLL SIZE WHITE YELLOW BLUE RED GREEN BLACK 

500FT.(152.0M) ROLL R24-500-W R24-500-Y R24-500-BL R24-500-R R24-500-G R24-500-B 
1000FT.(304.0M)ROLL R24-1000-W R24-1000-Y R24-1000-BL R24-1000-R R24-1000-G R24-1000-B 
26 AWG (0.40MM) INSULATION DIAMETER 0.027" (0.69MM) UL1422 
ROLL SIZE WHITE YELLOW BLUE RED GREEN BLACK 

500FT. (152.0M) ROLL R26-500-W R26-500-Y R26-500-BL R26-500-R R26-500-G R26-500-B 
1000FT. (304.0M) ROLL R26-1000-W R26-1000-Y R26-1000-BL R26-1000-R R26-1000-G R26-1000-B 
28 AWG (0.32MM) INSULATION DIAMETER 0.024" (0.60MM) UL1422 
ROLL SIZE WHITE YELLOW BLUE RED GREEN BLACK 

500FT. (152.0M) ROLL R28-500-W R28-500-Y R28-500-BL R28-500-R R28-500-G R28-500-B 
1000FT. (304.0M) ROLL R28-1000-W R28-1000-Y R28-1000-BL R28-1000-R R28-1000-G R28-1000-B 
30 AWG (0.25MM) INSULATION DIAMETER 0.0195" (0.50MM) UL1423 
ROLL SIZE WHITE YELLOW BLUE RED GREEN BLACK 

500FT. (152.0M) ROLL R30-500-W R30-500-Y R30-500-BL R30-500-R R30-500-G R30-500-B 
1000FT. (304.0M) ROLL R30-1000-W R30-1000-Y R30-1000-BL R30-1000-R R30-1000-G R30-1000-B 
NOTE: ADDITIONAL COLORS AND LARGER ROLL SIZES MAY BE AVAILABLE, PLEASE CONTACT FACTORY FOR DETAILS. 
 
WIRE SIZE AWG.線徑 30 28 26 24 
UL STYLE UL樣式 1423 1422 1422 1423 
OTHER DIAMETER外徑 0.50MM 0.60MM 0.70MM 0.76MM 
CONDUCTOR DIAMETER導體內徑 0.25MM 0.32MM 0.40MM 0.50MM 
INSULATION THICKNESS 絕緣厚度 0.005” 

NOM 
0.0055” 
NOM 

0.0057” 
NOM 

0.0055” 
NOM 

CONDUCTOR-TO-INSULATION 0.5MIN 0.5MIN 1.0MIN 1.0MIN 
BOND STRENGTH(LBS.) 
導體對絕緣體之結合力 

2.0MAX 3.5MAX 4.0MAX 5.0MAX 

CONDUCTOR RESISTANCE Ω/100 FT 導體阻值 105.1 66.2 41.6 26.2 
CONDUCTOR MATERIAL 傳導材料 SILVER COATED COPEER 
INSULATION MATERIAL 絕緣材料 “KYNAR” (COMPOUND OF POLYVINYLIDENE FLUORIDE) 
TEST VOLTAGE (INSULATION )絕緣測試電壓 2,000 VOLTS FOR 1 MINUTE, RMS 
VOLTAGE RATING 額定電壓 150V 
TEMPERATURE RATING 額定溫度 105℃ 
ELONGATION OF INSULATION 絕緣體展性 250% (MIN) 
ELONGATION OF CONDUCTOR 導體展性 20% (MIN) 
TENSILE STRENGTH OF INSULATION 
絕緣體拉張張度 

5,000 PSI(MIN) 

TENSILE STRENGTH OF CONDUCTOR 
導體拉張張力 

40,000 PSI(MAX) 

INSULATION RESISTANCE 絕緣阻值 1,930 MEGOHMS FOR 1,000 FT(MIN) 
CONCENTRICITY集中性 80% 
MILITARY SPEC.適用美軍軍規 MIL-W 81822/13 
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SPECIFICATION 
 

  
Part Numbers:  R24Color-0100/1000 ROLLS 

    For Cut/Strip/Wrap Applications 
  

This specification is for wire per UL Style 1422, 105°C, no voltage rated, 24 AWG. Solid silver plated oxygen free copper. 
 
 CONDUCTOR: 
 Size:   24 AWG. Solid     Circular Mil Area: 394 Minimum 
 Material:  Silver plated oxygen free, high  DC Resistance.:  @20°C(68°F) 
    Conductivity copper per ASTM-B     max. 26.2 Ω/Μ:  
    170 Grade.    Elongation:  20% before insulation 

Plating:   Silver, 40 micro-inch minimum per  Weight:   1.22 lbs./ M 
    ASTM-B 298.    Diameter:  0.0201” nom. 
            0.0200”min. 
 
 

INSULATION:  
Material:  Kynar 460    Diameter:  0.0310” ± .0015” 
Min. Avg. Wall:   0.005”      Spark Test:  2,000VAC RMS 
Min. any. Pt.:         0.004”     Weight:   0.297 lbs./M 
Color:     As specified    Total Weight:  1.55 lbs./M 
Flammability  VW-1    
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SPECIFICATION 
 

  
Part Numbers:  R26Color-0100/1000 ROLLS 

      
This specification is for wire per UL Style 1422, 105°C, no voltage rated, 26 AWG. Solid silver plated oxygen free copper. 

 
 CONDUCTOR: 
 Size:   26 AWG. Solid     Circular Mil Area: 246 Minimum 
 Material:  Silver plated oxygen free, high  DC Resistance.:  @20°C(68°F) 
    Conductivity copper per ASTM-B     max. 43.53 Ω/Μ:  
    170 Grade.    Elongation:  20% before insulation 

Plating:   Silver, 40 micro-inch minimum per  Weight:   0.765 lbs./ M 
    ASTM-B 298.    Diameter:  0.0159” nom. 
            0.0158” min. 
 
 

INSULATION:  
Material:  Kynar 460    Diameter:  0.0270” ± .0015” 
Min. Avg. Wall:   0.005”      Spark Test:  2,000 VAC RMS 
Min. any. Pt.:         0.004”     Weight:   0.285 lbs./M 
Color:     As specified    Total Weight:  1.05 lbs./M 
Flammability  VW-1 
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SPECIFICATION 
 

  
Part Numbers:  R28Color-0100/100 foot ROLLS 

     
  

This specification is for wire per UL Style 1422, 105°C, no voltage rated, 28 AWG. Solid silver plated oxygen free copper. 
 
 CONDUCTOR: 
 Size:   28 AWG. Solid     Circular Mil Area: 154 Minimum 
 Material:  Silver plated oxygen free, high  DC Resistance.:  @20°C(68°F) 
    Conductivity copper per ASTM-B     max. 66.8 Ω/Μ:  
    170 Grade.    Elongation:  20% before insulation 

Plating:   Silver, 40 micro-inch minimum per  Weight:   0.48 lbs./ M 
    ASTM-B 298.    Diameter:  0.0126” nom. 
            0.0125” min. 
 
 

INSULATION:  
Material:  Kynar 460    Diameter:  0.0240” ± .001” 
Min. Avg. Wall:   0.005”      Spark Test:  2,000 VAC RMS 
Min. any. Pt.:         0.004”     Weight:   0.250 lbs./M 
Color:     As specified    Total Weight:  0.73 lbs./M 
Flammability  VW-1 
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SPECIFICATION 
 

  
Part Numbers:  R30Color-0100/1000 ROLLS, Also Pre-Stripped/Pre-Cut Packs 

    For Cut/Strip/Wrap Applications 
  

This specification is for wire per UL Style 1423, 105°C, no voltage rated, 30 AWG. Solid silver-plated oxygen free copper. 
 
 CONDUCTOR: 
 Size:   30 AWG. Solid     Circular Mil Area: 96 Minimum 
 Material:  Silver plated oxygen free, high  DC Resistance.:  @20°C(68°F) 
    Conductivity copper per ASTM-B     max. 110.09 Ω/Μ:  
    170 Grade.    Elongation:  20% before insulation 

Plating:   Silver, 40 micro-inch minimum per  Weight:   0.0303 lbs./ M 
    ASTM-B 298.    Diameter:  0.0100” nom. 
            0.0099”min. 
 
 

INSULATION:  
Material:  Kynar 460    Diameter:  0.0195” ± .0010” 
Min. Avg. Wall:   0.004”      Spark Test:  2,000VAC RMS 
Min. any. Pt.:         0.003”     Weight:   0.168 lbs./M 
Color:     As specified    Total Weight:  0.47 lbs./M 
Flammability  VW-1 
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