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18 BBMiGFREINLUERRE B 1.41530F0 5% o 1.110. 125V 187 B2 B 142387500038
Shall be tested by applying 1.4XRated voltage be- 160. 220V 170 7T E59F TE 1731383000038
tween two terminals for 30 seconds. Shall be tested by applying Rated voltage for one
2. ERAE R 252 ERM - second shorted for 29 seconds, passed 75,000cycle.
Shall be tested by applying 1.2XRated voltage be- 2. MAAERE NZE20%LLT @ BEBE+25%LAA °
tween two terminals for 120 seconds. Life test results of capacitors wich power fector and
3 EAMIEFFS JIS4905 According to JIS 4905 electrostatic capacity must be 20% and 25% max..
b\ - -
Rﬂgiﬁﬁ*g TYEP STANDARD Eﬁﬁ ﬁ*g - JIS 4905
itk ERER | FERE | FEFDSE | £RAEHHE hzE B RsF  Size (mm)
MODEL V.A.C. uF % ‘C Pf% Hz D& L
RMS-121 125 50 0~+20 -20~65 80% (MAX) 50/60 30.5 50
RMS-122 125 75 0~-+20 -20~65 80% (MAX) 50/60 355 50
RMS-123 125 100 0~+20 -20~65 80% (MAX) 50/60 35.5 60
RMS-124 125 150 0~+20 -20—~65 80% (MAX) 50/60 35.5 70
RMS-125 125 200 0~+20 -20~65 80% (MAX) 50/60 40.5 70
RMS-126 125 250 0~+20 -20~65 80% (MAX) 50/60 40.5 80
RMS-127 125 300 0~+20 -20~65 80% (MAX) 50/60 455 90
RMS-128 125 400 0~-+20 -20~65 80% (MAX) 50/60 45.5 100
RMS-129 125 500 0~+20 -20~65 80% (MAX) 50/60 ., 5156 100
RMS-130 125 600 0~+20 -20~65 80% (MAX) 50/60 51.5 100
RMS-161 160 50 0~+20 -20~65 80% (MAX) 50/60 35.5 60
RMS-162 160 75 0~+20 -20~65 80% (MAX) 50/60 355 60
RMS-163 160 100 0~+20 -20~65 80% (MAX) 50/60 35.5 70
RMS-164 160 150 0~+20 -20~65 80% (MAX) 50/60 40.5 80
RMS-165 160 200 0~+20 -20~65 80% (MAX) 50/60 40.5 90
RMS-166 160 300 0~-+20 -20—65 80% (MAX) 50/60 45.5 100
RMS-201 250 40 0~+20 -20—~65 80% (MAX) 50/60 35.5 70
RMS-202 250 50 0~+20 -20~65 80% (MAX) 50/60 35.5 80
RMS-203 250 70 0~+20 -20~65 80% (MAX) 50/60 40.5 80
RMS-204 250 80 0~-+20 -20~65 80% (MAX) 50/60 40.5 90
RMS-205 250 100 0~-+20 -20~65 80% (MAX) 50/60 45.5 100
RMS-206 250 125 0~+20 -20~65 80% (MAX) 50/60 51.5 100
RMS-207 250 - 150 0~+20 -20~65 80% (MAX) 50/60 51.5 100 -
RMS-208 250 200 0~+20 -20~—65 80% (MAX) 50/60 51.5 100
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