
OSCILLOSCOPE PROBE 

 

 

Probes make a difference for your instruments, 

They provide optimum performance as well as lasting stabilty. 

 Specifiacations  

Model CP 325 IP 005 CP 241 

Bandwidth 
60MHz ± 3dB 

06MHz ± 3dB 

100MHz ± 3dB 

0-6MHz ± 3dB 
100MHz ± 3dB 

Attenuation 
10 x 3% 

1 x;;0 

10 x 3% 

1 x;;0 
100 x 4% 

Loading Res.  

(Scope Input Res.) 

10MOhm (1 MOhm) 

-1 MOhm (1 MOhm) 

10 MOhm (1 MOhm) 

-1 MOhm (1 MOhm) 
10 MOhm (1 MOhm) 

Loading Cap.  

(Scope Input Cap.) 

22pF(25pF) 

200pF max.(25pF) 

14pF(20pF) 

150pF max.(20pF) 
4pF(20pF) 

Commpensation Range  20~45pF N/A 20~35pF N/A 20~35pF 

Max. Input Voltage  
600V DC 

600V DC 

600V DC 

600V DC 
1,000V DC 

Probe Length 1.5 m 1.5 m 1.5 m 

Probe Body Configuration A C D 

Comensation Box a1 a1 a1 
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Configuration 

Remarks 10x,1x selectable 10x,1x selectable  

 

Model IP 005 IP 010 

Frequency range 
DC~100MHz ± 2dB 

DC~6MHz ± 3dB  
DC~300MHz ± 1dB 

Attenuation 

( Attenuation accuracy) 

10:1 (±3%) 

1:1 (*1) 
10:1 (±3%) 

Input resistance (*2)  
10:1 ?  10 MOhm 

1:1 ?  1MOhm 

10:1 ?  10 MOhm 

1:1 ?  1 MOhm 

Input capacitance 
14pF± 10% 

150pF max. 
14pF± 10% 

Max. Input Voltage  600V (DC+ACpeak) 600V (DC+ACpeak) 

Probe Length 1.5 m 1.0 m 

 
 Probe Bodies   

 

   

 
 Probe Accessories  

 

User
新建印章



User
新建印章



 
 

User
新建印章




