FEATURES

® High sensitivity, 75mW pick-up

@ High dielectric strength, (SVRB: 1500Vac)

Bk 4% H # # 886-3-5753170
W4 B -3 86-21-54151736
4% LT 86-755-83298787

® Low profile, 20.2(L) x 9.8(W) x 12.5(H)mm Http://www. 100y. com. tw
® DIL pin arrangement in 2.54mm pitch
® High reliability ensured by gold overlay bifurcated contacts
® Epoxy sealed for automatic wave soldering and cleaning
o UL, CSA approved
STANDARD TYPE
SVR (Low Power Consumption)
" : Noﬁina_l voltage Coil resistance Operate voltage Release voltage Nominal power
(Vo) (0 8t 20°) ¢  (Voa2r0) SR G,
45 135+10% {32 ; 0.45 180 5 ¢
8 167£10% a5 05 150
6 240+10% 42 0.6 150
9 540 +10% 6.3 0.9 150
12 960 + 10% . 84 1.2 150
24 3200 +10% 16.8 2.4 180
24 2880+ 10% 16.8 2.4 200
24 3840 £ 10% 16.8 24 150
48 12000 + 10% 336 4.8 192
48 15360+ 10% 33.6 4.8 150
48 7680 +10% 336 4.8 300
50+10% 35 0.23 500
280+ 10% 8.4 0.55 510
1050 +10% 16.8 0.98 550
4100+ 10% 336 1.92 560
71+10% 35 0.37 350
410+10% 8.4 0.90 350
1650 +10% 16.8 1.80 350
7 48 6580 +10% 33.6 3.60 350

Note: Other types for nominal voltage and coil resistance are available.
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Jo 4 ) ML (i) 86-21-54151736
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SPECIFICATIONS
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or more at 500 Vdc % *20*15"0 65+15% RH

750 Vac (svn svm;
1500 Vac (SVRB)
1000 Vac (SVR, SVRA)
1500 Vac (SVRB)

1 minute

pen contacts 1000V(10x1000p8) (SﬁSVHA) :
e - 2000V (1ox1000p8) (S'u!‘r‘lB}“2
Others: 1500\1(10><1ooo,u3) (SVR, SVHA)
e 2500 V (10 x 10004S) (SVRB)

‘Approx. 2pF

2x 10¢ operations (20 mVac, 1 mA) % £
2x 106 operations (20 Vdc, 20 mA) :
| 2x10¢ operations (96 Vdc, 140 mA) Resistive load
| 1x10° operations (24 Vdc, 1.25 A)
! 1x 10% operations (150 Vac, 0.3 A)

2x 107 operations

10G
| 100G

| 10 to 55 Hz (Double amplitude 1.5 mm)
| 10 to 55 Hz (Double amplitude 4.0 mm)

IEC68-2-6

| Approx.14°C (SVR) Nominal voltage

Approx. 5g
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B 4% # # # 886-3-5753170
B4 ) L (1ifs) 86-21-54151736
JUE 4% 1y LT (1) 86-755-83298787
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DATA (Tested Samples: SVR-12)
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MECHANICAL ENDURANCE TEST

Contact circuit resistance vs. Number of operations

Test condition
Operate and release voltages vs. Number of operations s:::a: 10Hz
Fi Duty: 50%
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B 4% 5 # #} 886-3-5753170

JUE 4% ) WL T (i) 86-21-54151736

JHE 4% 17 WL (5 91) 86-755-83298787
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NOTES
1. Power Supply
DC power is recommended because the electrical
characteristics may vary according to the ripple factor.
2, Soldering
Soldering must be performed at 260°C, within 5 seconds.
3. Cleaning
Alcohol solvents are recommended, but ultrasonic
cleaning should be avoided.
4, Protection of Contacts
Use SVR relay within contact switching ratings in case
of inductive load switching, the following protective

DIMENSIONS measures are recommended.
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