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MAIN FEATURES
12A switching capabilities
SPST-NO configuration
Subminiature, standard P.C. layout
Sealed & Unsealed types available
UL ~ cUL and TUV recognized.

APPLICATIONS

House-hold appliances; Electronic controller equipment, etc.

ORDERING INFORMATION

Structure F : Flux Free Type

Type
S : Washable Type

TRCF p—| 12V |IDC —] F B |—

‘ ) L Contact Arrangent
Contact Material A:1Form A
B : AgCdO
C : AgSnln (For RoHS)

Nominal coil voltage : 3V, 5V, 6V ,9V 12V, 18V, 24V

s 4% 1 # # 886-3-5753170
WEHE 77 (i) 86-21-34970699
Jk 45 ) BT (39 86-755-83298787
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A | —] R |—— R: RoHS Compliant

Add suffix "R" for RoHS compliant
only use for order indentify
not use for safety certified

Il DIMENSIONunit:mm)

Il DRILLING unit:mm) Il WIRING DIAGRAM
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Remark:1.In case of no tolerance shown in dimension: [0.5mm.
2.The tolerance without indicating for DRILLING is always C0.1mm.

COM.

11.8


user
New Stamp


COIL DATA CHART(at 207)

B 4% 5 # # 886-3-5753170
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Coil Nominal Nominal Coil Resistance Power_ Pull-In Drop-Out Max-Allowable
Sensitivity Voltage Current O)1£10% Consumption Voltage Voltage Voltage
(VDC) (mA) (Q)+10% (W) (VDC) (VDC) (VDC)
3 150 20
5 89.3 56
6 75 80
TRCF 9 50 180 oo 75% Max. 5% Min. 120%
12 375 320
18 25 720
24 18.75 1280
CONTACT RATING REFERENCE DATA
Type TRCF Life Curve
ltem )
Contact Capacity UL TUV 2
Resistive Load (cos =1) 10A 125VAC 12A 250VAC 00
10A 277VAC/30VDC | 12A 30VDC 2 :\
Rated Carrying Current 12A o N\ 125VAC Resistive
Max. Allowable Voltage 277VAC 30VDC 8 2 N\
Max. Allowable Current 12A 2 \
Max. Allowable Power Force 2770VA  300W E s ~.
Contact Material Ag Alloy % s
g 5| |=250VA,30VDC Resistive
PERFORMANCE (at initial value) -
Type TRCE 1012345678910111213141516
ltem Current of Load (A)
Contact Resistance 100mQMax. (measured at 1A 24VDC)
Operation Time 8msec Max. Temperature Rise
Release Time 5msec Max. o
Dielectric Strength
Between coil & contact 2500VAC 50/60HZ (1 minute)

Between contacts 1000VAC 50/60HZ (1 minute)
Surge Resistiveness 5000V
Insulation Resistance 1000MQ Min. (600VDC)
Operating Ambient Temperature |-40 C to +70 C

Operating Humid

ity

3510 85% RH

Vibration
Endurance

Error Operation

10 to 55Hz Single Amplitude 1.5mm
10 to 55Hz Single Amplitude 1.5mm

Shock Resistance

Malfunction 100m/s?

Mechanical 1000m/s”
Life Expectancy

Mechanically 1x10 OPS.

Electrically 1x10° OPS.
Weight abt. 6grs.
UL & cUL E156521
TUV R50057734
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This datasheet for reference and subject to change without notice. Please double check final specification with Tai-Shing.
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