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» MAIN FEATURES
* High capacity type (16A) available.
* High sensitivity 0.2W (1 Form A).
* Flat type : LxWxH=16.5mmx22.2mmx11.2mm.
* UL ~ cUL and TUV recognized.

» APPLICATIONS

* Home appliances : Air conditioner, heater, etc.
» Automotive : Power supply for car stereo and air conditioner.

» ORDERING INFORMATION
—— Nominal coil voltage: DC 5V, 6V, 9V, 12V, 18V, 24V, 48V, 100V

Type — Structure F: Hux Free Type
S: Washable Type
TRV |—|12v|DC —| S cl|—| C L|—] R ————R: RoHSCompliant
L Add suffix "R" for RoHS compliant
Contact material Coil Resistance only usefor order indentify
C:AgSnin D : Standard not use for safety certified
Contact Arrangent L : High Sensitive
A:lFormA (1 Form A only)
C:1FormC
B DIMENSIONunit:mm) B DRILLINGunit:mm) Il WIRING DIAGRAM
1 Form A (Bottom View)
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» COIL DATA CHART (@t 20)
Coil Nominal Nominal Coll Power Pull-In Drop-Out Max-Allowable
Gt Cail Voltage Current Resistance Consumption Voltage Voltage Voltage
Y (VDC) (mA) (Q) £10% W) (VDC) (VDC) (VDC)
05 40 125
06 33.3 180
. 8 09 22.2 405
Pligh Sengitvity 12 16.7 720 abt. 0.2W 80% Max. 5% Min. 130%
(Formzsonly) 18 11.1 1620
24 8.3 2880
48 4.2 9200 0.25W
05 90.1 55.5
06 75.0 80
09 50.0 180
Standard 12 b 32 abe’0.45W 80% Max. 5% Min. 130%
24 18.8 1280
48 9.4 5120
100 6.0 16600 abt. 0.6W
» CONTACT RATING » REFERENCE DATA
Type TRV S Maximum Value for Switching Capacity
ltem FORMA NG NG oo, 1 Form AType) (1 Form C type)
Contact Capacity 16A 125VAC |16A 125VAC |15A 125VAC 5 5
Resistive Load 16A 250VAC |16A 250VAC |15A 250VAC | st s : 3 \
cos®=1 16A 30VDC |16A 30VDC|12A 30VDC < M) = — gm AC|resistive loadl
Rated Carrying Current 16A 16A 12A ‘% o A b AT o ot *aEJ 4
Max. Allowable Voltage 250VAC,100VDC 5 3 : S
Max. Allowable Current 16A 16A 12A o 2 © 2
Max.Allowable Power 2000VA 2000VA 1875VA 8" g
Force 480W 480W 360W g 5
Referenced Min. O N2
: 5VDC , 100mA
Appllcable Load 011 235 10 23 5 100 2 3 5 1000 011 235 10 23 5 100 2 3 5 1000
Contact Material Ag Alloy

» PERFORMAN

CE (at initial value)

Between contacts

Type

Iltem 4 TRV
Contact Resistance 100mQ Max. (6VDC 1A)
Operation Time 10msec Max.
Release Time 5msec Max.
Dielectric Strength

Between coil & 1500VAC 50/60Hz (1 minute)
contact 750VAC

Insulation Resistance

100 MQ Min. (500VDC)

Max. ON/OFF Switching

Mechanically 300 operation/min

Electrically 30 operation/min
Operating Ambient -40°C to +70°C

Temperature (No condensation)

Operating Humidity

45 to 80% RH

Coil Temperature Rise

30 deg. Max. (at rated coil voltage)

Vibration

Endurance 10 to 55Hz Double Amplitude 1.6mm
Error Operation 10 to 55Hz Double Amplitude 1.6mm
Shock
Endurance 100G Min.
Error Operation 10G Min.
Life Expectancy
Mechanically 5x 10°
Electrically 10 x 10*
Weight abt. 10grs.
UL & cUL E156521
TUV R50050856

Contact Voltage,(V)

Contact Voltage,(V)

Ambient Temperature Characteristics

(1 Form A 10A)

(1 Form C 10A)
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This datasheet for reference and subject to change without notice. Please double check final specification with Tai-Shing.
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