ZMM55C(A)(B)(D)2v4 THRU

SURFACE MOUNT ZENER DIODES

ZMM55C(A)(B)(D)47

FEATURES:

@ Standard Zener voltage tolerance is+ 5% AND
SUFFIX"ZMM55A" FOR £1%
SUFFIX "ZMM55B" FOR 2%
SUFFIX"ZMM55C" FOR 5%
SUFFIX"ZMM&5D" FOR +20%

® These diodes are also available in QUADRO MELF case

with the type designation ZMM55C(A)(B)(D)2V4.....

ZMM55C(A)(B)(D)47

MECHANICAL DATA

Case: MINI MELF Molded Glass

B 4% 5 # # 886-3-5753170

M4 7 LT (Eitf) 86-21-54151736

A J) HLF (531) 86-755-83298787
Http:

www. 100y. com. tw

MINI-MELF SOD-80/DO-213AA

0.146(3.70)
0.130(3.30)
0.063(1.60)
0.055(1.40)
| |<_ 0.020(0.50) _,| |<_0.020|0.501
0.011(0.30) 0.017(0.30)

Dimensions in inches and (millimeters)

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Rating at 25° C ambient temp. unless otherwise specified.

Single phase, half sine wave, 60 Hz, resistive or inductive load.

For capacitive load, derate current by 20 %.

Characteristic Symbol Value Units
Power Dissipation at Tamb =25 ‘C Ptot 0.51) W
Z-current Iz Pv/Vz mA
Tremal Resistance Junction fo Ambient Air RinJ-A 0.3") K/imw
l\//locln;(ci]rggrgrionstontoneous forward |F|F==22)% m%% Ve ?g Volts
Junction temperature T 175 T
Storage temperature range Tstg -65t0+175 Q

1) Validprovided thatleads are kept atambient temperature atadistance of 8mm from case
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ZENER DIODES ZMM55C(A)(B)(D)2V4 THRU ZMM55C(A)(B)(D)47

B 4 5 # # 886-3-5753170

Ji: 4 7 (i) 86-21-54151736

JUk 457 7 HL (5 H) 86-755-83298787

Http://www. 100y. com. tw
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ZENER DIODES ZMM55C(A)(B)(D)2V4 THRU ZMM55C(A)(B)(D)47

s ;lgr:r::]al C-{ﬁ,rsé v Maximum Zener Impedance '\CZ:I?;;Z gjr‘;ggzst Te'zgzﬂture ggé‘é:%‘i;
Type x;";aﬂ; IzT ZzTatlzT | ZzKatlzK IzK IR Voliage coefficient IzM
Volts mA Q Q mA “A Volts %I°C mA
ZMM55C2V4 | 2.28-2.56 5 85 600 1.0 50 1.0 0.070 150
ZMM55C2V7|  2.5-2.9 5 85 600 1.0 10 1.0 -0.070 135
ZMM55C3V0|  2.8-3.2 5 85 600 1.0 4 1.0 -0.070 125
ZMM55C3v3|  3.1-3.5 5 85 600 1.0 2 1.0 -0.065 115
ZMM55C3V6|  3.4-3.8 5 85 600 1.0 2 1.0 -0.060 105
ZMM55C3V9 | 3.7-4.1 5 85 600 1.0 2 1.0 0.050 95
ZMM55C4V3|  4.0-4.6 5 75 600 1.0 1 1.0 -0.025 0
ZMM55C4AVT | 4.4-5.0 5 60 600 1.0 0.5 1.0 -0.010 85
ZMM55C5V1 | 4.8-5.4 5 35 550 1.0 0.1 1.0 -0.015 80
ZMM55C5V6 | 5.2-6.0 5 25 450 1.0 0.1 1.0 -0.025 70
ZMM55C6V2|  5.8-6.6 5 10 200 1.0 0.1 2.0 +0.035 64
ZMM55C6V8 |  6.4-7.2 5 8 150 1.0 0.1 3.0 +0.045 58
ZMM55C7V5 | 7.0-7.9 5 7 50 1.0 0.1 5.0 +0.050 53
ZMM55C8V2|  7.7-8.7 5 7 50 1.0 0.1 6.0 +0.050 47
ZMM55C9V1|  8.5-9.6 5 10 50 1.0 0.1 7.0 +0.060 43
ZMM55C10 | 9.4-10.6 5 15 70 1.0 0.1 75 +0.070 40
ZMM55C11 | 10.4-11.6 5 20 70 1.0 0.1 8.5 +0.070 36
ZMM55C12 | 11.4-12.7 5 20 90 1.0 0.1 9.0 +0.070 32
ZMM55C13 | 12.4-14.1 5 26 110 1.0 0.1 10 +0.070 29
ZMM55C15 | 13.8-15.6 5 30 110 1.0 0.1 11 +0.070 27
ZMM55C16 | 15.3-17.1 5 40 170 1.0 0.1 12 +0.070 24
ZMM55C18 | 16.8-19.1 5 50 170 1.0 0.1 14 +0.070 21
ZMM55C20 | 18.8-21.2 5 55 220 1.0 0.1 15 +0.070 20
ZMM55C22 | 20.8-23.3 5 55 220 1.0 0.1 17 +0.070 18
ZMM55C24 | 22.8-25.6 5 80 220 1.0 0.1 18 +0.080 16
ZMM55C27 | 25.1-28.9 5 80 220 1.0 0.1 20 +0.080 14
ZMM55C30 28-32 5 80 220 1.0 0.1 22 +0.080 13
ZMM55C33 31-35 5 80 220 1.0 0.1 24 +0.080 12
ZMM55C36 34-38 5 80 220 1.0 0.1 27 +0.080 11
ZMM55C39 37-41 25 2 500 1.0 0.1 30 +0.080 10
ZMM55C43 40-46 2.5 90 600 1.0 0.1 33 +0.080 9.2
ZMM55C47 44-50 25 110 700 1.0 0.1 36 +0.080 8.5
1.STANDARS ZENER DIODE 500mW
1) STANDARD VOLTAGE TOLERANCE IS 5% AND Vz TOLERANCE=1% 5%
SUFFIX "ZMMSSB™X FOR 7% 2ZMM=ZENER MINI VELF
S e o 3 T e
4 MEASURED WITH PULSES Tp=20mSec.
B 4% 51 # #} 886-3-5753170
4% ) - (itp) 86-21-54151736
JPE 4% 1) WL -5 9 86-755-83298787
Http://www. 100y. com. tw
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