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CR123A CR17345 2 3A
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/ / /

/CR17345 2 3A

Electrical characteristics
(typical values relative to cells stored for one year or less at +30 max.)
Nominal capacity 1.5Ah
(at 10 mA +20 2.0V cut off. The capacity restored by the cell may vary
with current drain, temperature and cut off).

Nominal voltage 3.0V

Pulse capability: 5

5

Storage (recommended) +30 max
(for more severe conditions, consult ) 86 max

Operating temperature range -20 / +60
(Operation above ambient temperature may lead to reduced capacity and
lower voltage readings at the beginning of pulses. Consult )

Physical characteristics

Diameter (max) 17mm(0.67 in)

Height (max) 34.5mm(1.36 in)

Typical weight 16g(0.564oz)

Available termination suffix radial tabs, radial pins, axial leads, flying leads
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Varies according to the pulse
characteristics temperature cell history and the application
Consult ultralife china)
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Max. Continuous current
Max. Pulse current 00mA

1 00mA

+

For high drain/high pulses
applications requesting superior
voltage response in -40 ~+60
environments.
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LITHIUM BATTERY
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Primary Lithium Battery
CR123A

3.0V Primary lithium-manganese dioxide
(Li-MnO ) Power type

2 3A -size spiral cell
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LITHIUM BATTERY

R

CR123A

Unit:mm
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STORAGE

WARNING

.
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The storage area should be clean,
cool (not exceeding +30 ), dry
and ventilated

Do not use if the battery case was
mangled.
Don’t use different models of battery
in series.
Soldering the tag should be finished
within a few seconds
Do not try to recharge.

FEATURES

High discharge rate capability
High energy density
No voltage delay
Wide operating temperature range

uperior safety

Low self degradation rate and
superior storability
S

APPLICATIONS

Flashes and Digital cameras
Consumer and Commercial Telematics
Search and Rescue devices
Metering systems
Alarms and Security systems
Medical Devices
Military communications,
Detectors and Imaging 0 20 40 80 100 120 140 160
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