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REVISION DATA
REV DESCRIPTION DATE
2.54 X No. of Positions+0.50+0.30
2.54 X No. of Contacts—2.5410.20
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)( )( )( )( % )( )( )( )( 1 Technical Data
Material: ||
2:50+0.20 | Contact Material: Brass (C2680)
< Contact plating:Au or Sn Over 50" Ni
! Insulator Material:Black Polyester UL94V-0
PBT +30%G.F
C Q 8 Electrical: C
E ] H Current rating:3.0Amps/contact max.
o ( ( ( ( o Contact resistance: <20mQ/contact
I I I I ' Insulation resistance: =1000MQ at V=100V
1 I I I i o Withstanding Voltage: 1000V AC/minute
I 1 I 1 I /A h— — Pht =]
T ' ' ' ! Mechanical:
U U U U U U Operaing temperatures: —
— — — — & > Gold Plated:-55°C to+105°C
H Tin plated:-40°C to+105°C
@ —3.00.2 Soldering temperature: +220°C max(PBT)
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CD—z.sa,@ BrAF ) EH B T-HME 886-3-5729570
BHAEF(LER) 86-21-34970699
pAFH L F(RY)  86-755-83298787
P.C.B LAYOUT http:/ /www.100y.com.tw
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A Pitch[:) PH.: e S U u p?n SG Selective Heioht gXITR. ht TOLERANCE |PROJECTON @ -E} 2 . 54m£ﬁFﬁF'U@PIN
2.54 (blank)| | _Pin Header XX Position | [ Y': Y pin Gold o ANGLE £5° |DATE: 2011.10.27 | 180/ £f4=11.5mm A
200 | Momae GF  Golden STy | | XXXX 40,05 ;
1.27 Header . _II_:iInash Straight XXX 40.10 DRAWN : Kuan PART NQO:  FH-XXU/1GF-8.5ST
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