
  AC FAN SK172AP 
   Ø172Χ150Χ51mm(6") 
 235~106 CFM 

  

 

 Motor   :  Single phase induction capacitor motor, 

   thermally protected or impedance protected 

 Housing / Frame :  Die-cast aluminum, Painted black (AP) or Plated (AN) 

 Impeller :  Glass reinforced thermoplastic, UL 94V-0 

 Bearing Type :  Two-ball bearing  

 Connecting :   T-Terminal push-on type or 

      W-Lead wire type 

 Dielectric Strength :  1 min. at 1,500VAC, 50/60Hz 

 Operating Temp :  -20℃~+80℃ 

Life Expectancy 

 

:  60,000 hours at 25℃ 

   40,000 hours at 65℃ 

 Net Weight :  1,050gm (2.31 pounds) 

 Safety Approvals :  UL E202962 and cUL E202962 and CE and TUV R3-50007468 
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Rated 

VAC 

Voltage 

Range 

VAC 
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Hz 
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Amp 
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RPM 

Max. Air Flow  
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Noise 

Level 

(dB) 

SK172AP-11-1 
70-110 

80-130 
0.224/0.245 26.7/29.7 2800/3200 5.4/6.6 190/ 235 16/20 0.63/0.79 50±2 

SK172AP-11-2 
70-110 

80-130 
0.146/0.188 16.1/21 2550/2400 4.7/4.8 165/170 13/14 0.51/0.55 40±2 

SK172AP-11-3 

100 

115 

80-120 

80-130 

50/60 

0.173/0.148 19.8/18.2 1450/1750 3.1/3.0 110/106 10/8 0.40/0.31 32±2 

SK172AP-22-1 

150-210 

150-240 

160-260 
0.108/0.129 26.7/31.2 2800/3200 5.4/6.6 190/235 16/20 0.63/0.79 50±2 

SK172AP-22-2 

150-210 

150-240 

160-260 
0.081/0.103 17.9/22.8 2550/2300 4.7/4.8 165/170 13/14 0.51/0.55 40±2 

SK172AP-22-3 

200 

220 

240 

150-210 

150-240 

160-260 

50/60 

0.073/0.067 17.9/17.1 1450/1750 3.1/3.0 110/106 10/8 0.40/0.31 32±2 
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