
z Easy handling. 

There is absolutely no necessity for mixing or processing, for KE 45RTV contained in tubes or cartridges, 

supplied in a form of paste. 

z Available for every kind of shape. 

KE 45RTV is supplied in the form of non-flowing paste which can be used for vertical joints. 

z Adhesive to almost all materials. 

KE 45RTV adheres to substances including glasses,tiles, metals, plastics, and other materials. However, 

different adhesion properties for different materials may occur, we suggest that a primer be used for 

best results and for keeping the surroundings clean. 

z Excellent electrical properties. 

These figures, 20 KV/mm of dielectric strength and 10
14 
ohm.cm of volume resistivity, show that KE 45RTV 

is most suitable for insulation sealing for electrical and electronic equipment. 

z Excellent resistance to heat and cold. 

KE 45RTV retains good physical and electrical  properties even used at ide range temperatures of 50

℃ to +250℃. 

z Excellent resistance to weathering. 

KE 45RTV retains good properties even when exposed to bright sum shine or heavy rain by changing neither 

color nor brightness. 

z 容量:100g 

 

液型 RTV  電子用矽膠  

 KE45T 100g    

~ ~中性~透明~ ~  

☆特性：  

通用型.一般密封.粘接和固定用.耐燃 UL-94HB  

☆優點：  

KE-45 是一種單組分.中性.快速固化的通用型密封粘接硅橡膠.它適用於一般電
氣結構密封和絕緣.  固化時無明顯不良氣味.對大多數金屬及電器元件沒有腐
蝕.  該產品對於大多數材質表面有很好的粘接力及良好的延展性.尤其對於碱金
屬.石灰.白水泥等材質的相對于其他類型的硅橡膠而言.粘接力具有優勢.  它具
有很好的耐候性.通過了戶外淋雨.曝晒.長期使用性能穩定.  具有一定的耐酸.碱.
鹽.潤滑油腐蝕的能力 

☆應用：  

電子.電氣零件的粘接.固定密封和絕緣.應用範圍廣闊 

機床等工業機械結構的密封  

部分建築結構的粘接和密封  

吸收震動和衝擊.用於零件的支撐  
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