
118

http://www.jelsystem.co.jp E-mail:contact@jelsystem.co.jp

※Description in the catalogue is subject to change without notice. Please read the specifications thoroughly before using.
※Please contact JEL SYSTEM for further information.

STC-T

ST

①�

②�

①No-heat-sink�
②Aluminum plate�
　200×200×3t

-20 0 20 40 60 80 100

8

2

4

6

0

Ambient Temperature〔℃〕�

Maximum Load Current VS Ambient Temperature�
T205 type

M
ax
im
um
 L
oa
d 
C
ur
re
nt
〔
Ar
m
s〕
�

①�

②�

-20 0 20 40 60 80 100

20

5

10

15

0

③�

①No-heat-sink�
②Aluminum plate�
　200×200×3t�
③Heat sink�
　JHB-130

Ambient Temperature〔℃〕�

Maximum Load Current VS Ambient Temperature�
T215 type

M
ax
im
um
 L
oa
d 
C
ur
re
nt
〔
Ar
m
s〕
�

Features

Characteristics

● Three phase AC load SSR
● Triple circuit type
● Zero-cross/Non-zero-cross available
● Optional heat-sink available

● Built-in varistor
● Optional LED available
● Optional safety cover available

S E R I E S

Three Phase AC SSR

S T C – T 2 0 5 H ＊

Zero-cross-circuit

C：Built-in
N：Not Built-in

Circuit type

T：Triple

Standard  load voltage

2：100V、200V

Max. load current

05： 5A
15：15A

Input voltage range

H：DC18～28V

Other function

D：With LED（＊）

＊Manufactured to order

Type Information
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S3C-215WDV, S3C-225WDV
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STC-T

Dimensions（mm）
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※Add-D at the end for optional LED
※Torque range
Output terminal 1.5 N・m（MAX）
Input terminal 0.8 N・m（MAX）
Outer case 1.5 N・m（MAX）
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ZC：Zero-cross circuit（STC type application）

Equivalent Circuit

Type of Load
（Three Phase AC200～240V、50/60Hz）

※Above load types may not be applied when the heat release condition is different.
Please refer the data on previous page.118

STC/STN Series Resistive Load Motor Load

STC/STN-205 Series 1.4kW 0.75kW

STC/STN-215 Series 4.2kW 1.5kW

Model Zero-cross circuit

STC-T2＊＊H＊ ○

STN-T2＊＊H＊ ×
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STC-T

Item Symbols STC-T205H STC-T215H STN-T205H STN-T215H Units

― 120、240 VACrmsRated Load Voltage

IOMAX 5 15 5 15 AACrmsMaximum Load Current

VOMAX 264 VACrmsMaximum Load Voltage

VDRM 423 VPeak Repetitive Off StateVoltage

ISURGE 150（50Hz） 200（50Hz） 150（50Hz） 200（50Hz） APeak 1 Cycle Surge Current

f 50、60 HzFrequency

VIMAX 28 VDCMaximum Input Voltage

RIN 800±20％ ΩInput Impedance

VISO 2,500/1min.（Between input-output-case）（Rh40～60％） VACrmsDielectric Strength

RISO 108 and above DC500V（Between input-output-case）（Rh40～60％） ΩIsolation Resistance

TOPR －20～＋80 ℃Operating Temperature Range

TSTG －25～＋85 ℃Storage Temperature Range

■ Ratings （Ta＝25℃）

Ou
tp

ut
In

pu
t

Ge
ne

ra
l

Item Symbols STC-T205H STC-T215H STN-T205H STN-T215H Units

VO 80～264 VACrmsLoad Voltage Range

ILEK 15 and below（V0＝200V） mAACrmsOff State Leakage Current

VSAT 1.5 and below VACrmsOn State Voltage Drop

IOMIN 50 mAMinimum Load Current

VI 18～28 VDCInput Voltage Range

VP 18 and below VDCOperate Voltage

VD 1 and above VDCRelease Voltage

TON 1/2Cycle＋1ms and below 1ms and belowOperate Time

TOFF 1/2Cycle＋1ms and belowRelease Time

CIO 15 and below PFCapacitance

Built In Not Built InZero Cross Turn On

―Approved Standards

■ Electrical Characteristics （Ta＝25℃）
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Option
HEAT-SINK

● Dimensions
Model JHB-130D

SUITABLE SSR STC/STN Series
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SAFETY COVER

Model ST-SC01

SUITABLE SSR ST Series

● Dimensions
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